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Elta Ltd CF315/4-1AC NRVU UVU 2018 Multi-Speed None n/a 0.27 0.147 n/a 3.46 162 n/a 30.2 n/a n/a n/a 47 www.eltauk.com

Elta Ltd CF350/4-1AC NRVU UVU 2018 Multi-Speed None n/a 0.59 0.359 n/a 5.99 221 n/a 36.3 n/a n/a n/a 52 www.eltauk.com

Elta Ltd CF400/4-1AC NRVU UVU 2018 Multi-Speed None n/a 0.78 0.518 n/a 6.21 251 n/a 37.9 n/a n/a n/a 54 www.eltauk.com

Elta Ltd CF450/4-1AC NRVU UVU 2018 Multi-Speed None n/a 1.2 1.125 n/a 7.55 400 n/a 42.7 n/a n/a n/a 58 www.eltauk.com

Elta Ltd CF350/4-3AC NRVU UVU 2018 Multi-Speed None n/a 0.58 0.355 n/a 6.03 227 n/a 36.8 n/a n/a n/a 49 www.eltauk.com

Elta Ltd CF400/4-3AC NRVU UVU 2018 Multi-Speed None n/a 0.81 0.531 n/a 6.45 254 n/a 38.9 n/a n/a n/a 54 www.eltauk.com

Elta Ltd CF450/4-3AC NRVU UVU 2018 Multi-Speed None n/a 1.3 1.107 n/a 8.17 398 n/a 46.7 n/a n/a n/a 57 www.eltauk.com

Elta Ltd CF500/4-3AC NRVU UVU 2018 Multi-Speed None n/a 1.57 1.452 n/a 8 410 n/a 44.5 n/a n/a n/a 58 www.eltauk.com

REV2 01/05/2018

A
B
C.1 
C.2 
C.3
D 
E
F
G
H
I
J
K
L
N
O
P
Q
R
S

EcoDesign 1253/2014 - Information Requirements

*Declared Typology C

AC

CLEARFLOW CF

Manufacturer’s Name 
Model Identifier 
RVU or NRVU 
UVU or BVU 
ErP Compliance 
Type of Drive (MSD or VSD) 
Type of HRS (Run Around or Other or None) 
Thermal Efficiency (% or N/A) 
Nominal Flow Rate (m3/s) 
Effective Electrical Power Input (kW) 
SFP Int (W/m3/s) 
Face Velocity (m/s) 
Nominal External Pressure (Pa) 
Internal Pressure Drop of Ventilation Components (Pa) 
Static Efficiency of Fan Used 327/2011 
Maximum External Leakage Rate (%) 
Energy Classification of Filters 
Description of Visual Filter warning 
Casing Sound Power Level (LWA) 
Website for Disassembly Instructions
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