HIDEAWAY SH ELTA

EcoDesign 1253/2014 - Information Requirements

REV2 01/05/2018
c*

Ca C2 C.3

Elta Ltd SH100-1LC NRVU UVU @ 2018 Variable-Speed None n/a | 0.04 0.02 614.02 5.09 135 n/a 29.4 2 n/a  n/a 66 www.eltauk.com
Elta Ltd SH125-1LC NRVU UVU @ 2018 Variable-Speed| None n/a 0.05 0.03 584.78 4.07 170 n/a 30.1 2 n/a | n/a 56 www.eltauk.com
Elta Ltd SH150-1LC  NRVU UVU @ 2018 Variable-Speed None n/a| 0.09 0.05 575.31 5.09 247 n/a 53.7 2 n/a  n/a 59 www.eltauk.com
Elta Ltd SH200-1LC NRVU UVU @ 2018 Variable-Speed None n/a 0.18 0.10 593.05 5.71 271 n/a 56.8 2 n/a  n/a 56 www.eltauk.com
Elta Ltd SH250-1LC  NRVU UVU @ 2018 Variable-Speed| None n/a 0.28 0.18 619.54 570 283.18 n/a 56.9 2 nfa n/a 61 www.eltauk.com

Elta Ltd SH315-1LC NRVU UVU @ 2018 Variable-Speed| None n/a 050 0.38 773.88 6.47 3599 n/a 55.9 2 n/a | n/a 84 www.eltauk.com

A Manufacturer’s Name

B  Model Identifier

C.1 RVU or NRVU

C.2 UVUorBVU

C.3 ErP Compliance

D  Type of Drive (MSD or VSD)

E  Type of HRS (Run Around or Other or None)
F  Thermal Efficiency (% or N/A)

G Nominal Flow Rate (m?/s)

H  Effective electrical power input (kW)

| SFP int (W/m&/s)

J Face Velocity (m/s)

K Nominal External Pressure (Pa)

L Internal pressure drop of ventilation components (Pa)
N  Static efficiency of fan used 327/2011

O Maximum external leakage rate (%)

P Energy Classification of filters

Q  Description of visual filter warning

R  Casing sound power level (LWA)

S  Website for disassembly instructions

* Declared Typology C
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