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Elta Ltd SSDL100-1EC NRVU UVU 2018 Variable-Speed None n/a 0.074 0.113 1550.1 9.42 495 n/a 31.9 <2 n/a n/a 67 www.eltauk.com

Elta Ltd SSDL125-1EC NRVU UVU 2018 Variable-Speed None n/a 0.09 0.113 1249 7.33 467.9 n/a 37.4 <2 n/a n/a 65 www.eltauk.com

Elta Ltd SSDL150-1EC NRVU UVU 2018 Variable-Speed None n/a 0.106 0.112 1128 6 447 n/a 48.7 <2 n/a n/a 62 www.eltauk.com

Elta Ltd SSDL200-1EC NRVU UVU 2018 Variable-Speed None n/a 0.172 0.156 903 5.47 386 n/a 48.9 <2 n/a n/a 60 www.eltauk.com

Elta Ltd SSDL250-1EC NRVU UVU 2018 Variable-Speed None n/a 0.17 0.167 984.3 3.46 416.42 n/a 42.3 <2 n/a n/a 58 www.eltauk.com

Elta Ltd SSDL315-1EC NRVU UVU 2018 Variable-Speed None n/a 0.338 0.405 1200 4.34 428 n/a 39.8 <2 n/a n/a 62 www.eltauk.com

Elta Ltd SSDL400-1EC NRVU UVU 2018 Variable-Speed None n/a 0.72 0.754 1094.5 5.73 478 n/a 50.1 <2 n/a n/a 64 www.eltauk.com

Elta Ltd SSDL500-1EC NRVU UVU 2018 Variable-Speed None n/a 0.882 0.735 833.6 4.49 380 n/a 50.1 <2 n/a n/a 62 www.eltauk.com

Elta Ltd SSDL500-3EC NRVU UVU 2018 Variable-Speed None n/a 1.03 1.277 1269.4 5.25 595 n/a 51.9 <2 n/a n/a 70 www.eltauk.com
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EcoDesign 1253/2014 - Information Requirements
SINGLEFLOW SSDL

* Declared Typology C

Manufacturer’s Name 
Model Identifier 
RVU or NRVU 
UVU or BVU 
ErP Compliance 
Type of Drive (MSD or VSD) 
Type of HRS (Run Around or Other or None) 
Thermal Efficiency (% or N/A) 
Nominal Flow Rate (m3/s) 
Effective Electrical Power Input (kW) 
SFP Int (W/m3/s) 
Face Velocity (m/s) 
Nominal External Pressure (Pa) 
Internal Pressure Drop of Ventilation Components (Pa) 
Static Efficiency of Fan Used 327/2011 
Maximum External Leakage Rate (%) 
Energy Classification of Filters 
Description of Visual Filter warning 
Casing Sound Power Level (LWA) 
Website for Disassembly Instructions
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